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KEY FEATURES
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Featuring a double-panel locker door design, which uses a second, interior door panel to increase 
locker security and durability, these full size 18” D lockers are ideal for schools, breakrooms, gyms, 
offices, hotels, hospitals and other facilities that require secure storage. (Slope Top and Recessed 
Base options also available.)

5-Knuckle hinge Zinc-plated coat hooks

Multi-level horizontal 
ventilation

Catch-free recessed handle

DOUBLE PAN DOOR
(2) 18-gauge steel panels resist bending, twisting, and tampering, enhancing locker strength, 
security, and safety

AVAILABLE ASSEMBLED OR UNASSEMBLED 
Lower shipping costs with easy-to-assemble, bolted lockers (hardware included); or order 
assembled lockers, riveted for greater durability

OPTIONAL SLOPE TOP & RECESSED BASE
Prevents dust, dirt and debris from building-up while providing a more polished look

MODEL NUMBER
C0002013GY

SHOWN WITH OPTIONAL TOP & BASE

 Powder Coat Finish

 5-Knuckle Hinge

 Riveted Blank Steel ID Plate

 Zinc-Plated Coat Hooks

 Full Size 18”D Compartments

MADE TO EXCEED.®

Built to last, the new ”double-pan” locker series is as sleek as it is strong.

PRODUCT DETAILS
Material Steel

Style Powder Coat Finish

Color Gray

Lock Type Padlock Hasp

Available Configurations 1-2 Tiers; 1-8 Doors

Perforated/Non-Perforated Non-Perforated

Manufacturer’s Warranty 1-Year Limited

PART NUMBERS
Assembly Type Optional Accessories

Tiers Doors Width Depth Height Unassembled Assembled Recessed Base Slope Top

1 1 12” 18” 72” C0001010GY C0002010GY 672226 672230

1 2 24” 18” 72” C0001011GY C0002011GY 672227 672231

1 3 36” 18” 72” C0001012GY C0002012GY 672228 672232

1 4 48” 18” 72” C0001013GY C0002013GY 672229 672233

2 2 12” 18” 72” C0001014GY C0002014GY 672226 672230

2 4 24” 18” 72” C0001015GY C0002015GY 672227 672231

2 6 36” 18” 72” C0001016GY C0002016GY 672228 672232

2 8 48” 18” 72” C0001017GY C0002017GY 672229 672233
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